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E2.51 FIFTH LEVEL FLOOR PLAN - POWER

FIFTH LEVEL FLOOR PLAN - LIGHTINGE9.51

North: ______  South: ______  East: ______  West: ______  

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________ 

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______
a

a
3)    Three Story:   A  (3)______
2)    Two Story:   A  (2)______
1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area
b)    Sum of the Ratio Calculations for Mixed Occupancies:

a) 0.25I  = 100f
F
P 30

WstA I
100100

fIA t
taA  =  A  +             +

Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.
f)    Exterior and Interior Accessibility Route.
e)    Fire Assembly Locator Sheet.a)    High Rise Requirements.

b)    Atriums.
c)    Performance Based Criteria.
d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building Official for 
Chapters, the more restrictive requirement shall govern.
- ADA Guidelines and specific reference to the International Building Code Accessibility

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts    -    
FOOTNOTES:

d)    Drinking Fountains:  ______       Service Sinks: ______
c)    Bath Tubs or Showers:  ______ 
b)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______ 
a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____ 

M.      Minimum Number of Required Plumbing Facilities:
Exit Width Required:   ______            Exit Width Provided:   ______      

Element Hours Assembly
ListingListing

Element AssemblyHours 

Smoke Partitions
Fire Partitions

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls 

BAHTBABABA

Design Wind Speed:  ______ mphB.      Seismic Design Category: ______

L.      Design Occupant Load: ______

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:        
 ____________________________________________Tabular Area:I:      

 per Floor (square feet): __________________________Actual AreaH:      
Number of Stories:   ______   Building Height: ______G:       
Required: ______     Provided: ______   Type of Sprinkler System: ____________
Sprinklers:F:       
Mixed Occupancies:   ______         Nonseparated Uses:   ______E.      

          separation distance (in hours):
 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.      

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guildelines
ADA Accessibility 
Building Conservation
Uniform Code for
National Electrical Code

Conservation Code
International Energy 
International Fire Code
International Plumbing Code
International Mechanical Code
International Building Code
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1.  ALL  DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO 
COMMENCING WORK - ANY DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF 
RECORD PRIOR TO COMMENCING WORK.

2.  PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION.  PATCH & REPAIR ANY 
DAMAGE OR HOLES IN WALLS, CEILINGS & FLOORS RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR 
THE CONSTRUCTION OF NEW ITEMS.

3.  NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON.  THE CONTRACTOR'S CHOICE OF MEANS & 
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF 
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID.  ANY DEMOLITION & 
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT 
BE COMPENSATED FOR AFTER THE BID OPENING.

4.  PRIOR TO THE START OF DEMOLTION, THE CONTRACTOR IS TO MEET WITH THE OWNER & ARCHITECT TO 
IDENTIFY ALL ITEMS TO BE DEMOLISHED & REMOVED FROM SITE, ITESM TO BE REMOVED & RETURNED TO THE 
OWNER, OR ITEMS TO BE REMOVED & REINSTALLED.

5.  72-HOUR NOTICE IS REQUIRED FOR ANY UTILITY SHUT DOWN.

6.  ANY REPAINTING OF SURFACES REQUIRED DUE TO DAMAGE TO FINISHES DURING DEMOLITION AND 
CONSTRUCTION MUST BE COMPLETE FROM CORNER TO CORNER.



EXISTING CARPET & BASE TO BE DEMOLISHED, TYPICAL

EXISTING ACCORDIAN DOOR, TRACK & SUPPORT STRUCTURE TO BE DEMOLISHED, TYPICAL

EXISTING WOOD DOOR, H.M. FRAME & SIDELITE TO BE DEMOLISHED, TYPICAL

EXISTING WOOD DOOR & ALUMINUM FRAME TO BE DEMOLISHED, TYPICAL



EXISTING DEMOUNTABLE WALL SYSTEM TO REMAIN, TYPICAL

EXISTING STUD WALL TO REMAIN, TYPICAL

EXISTING EXTERIOR WALL TO REMAIN, TYPICAL

EXISTING DEMOUNTABLE WALL SYSTEM TO BE DEMOLISHED, TYPICAL

EXISTING STUD WALL TO BE DEMOLISHED, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD ON ONE SIDE TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES CONTINUOUS TO DECK 
ABOVE, TYPICAL
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1.  ALL  DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO 
COMMENCING WORK - ANY DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF 
RECORD PRIOR TO COMMENCING WORK.

2.  PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION.  PATCH & REPAIR ANY 
DAMAGE OR HOLES IN WALLS, CEILINGS & FLOORS RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR 
THE CONSTRUCTION OF NEW ITEMS.

3.  NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON.  THE CONTRACTOR'S CHOICE OF MEANS & 
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF 
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID.  ANY DEMOLITION & 
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT 
BE COMPENSATED FOR AFTER THE BID OPENING.

4.  PRIOR TO THE START OF DEMOLTION, THE CONTRACTOR IS TO MEET WITH THE OWNER & ARCHITECT TO 
IDENTIFY ALL ITEMS TO BE DEMOLISHED & REMOVED FROM SITE, ITESM TO BE REMOVED & RETURNED TO THE 
OWNER, OR ITEMS TO BE REMOVED & REINSTALLED.

5.  72-HOUR NOTICE IS REQUIRED FOR ANY UTILITY SHUT DOWN.

6.  ANY REPAINTING OF SURFACES REQUIRED DUE TO DAMAGE TO FINISHES DURING DEMOLITION AND 
CONSTRUCTION MUST BE COMPLETE FROM CORNER TO CORNER.



EXISTING SUSPENDED 2X2 LAY-IN CEILING PANELS & GRID TO BE 
DEMOLISHED, SALVAGE RADIANT HEAT PANELS FOR REINSTALLATION, 
SEE MECHANICAL DRAWINGS, TYPICAL

EXISTING 2X4 LIGHT FIXTURE TO BE SALVAGED FOR REINSTALLATION, 
SEE ELECTRICAL DRAWINGS, TYPICAL

EXISTING MECHANICAL GRILLE TO BE REMOVED, SEE MECHANICAL 
DRAWINGS FOR FURTHER INSTRUCTIONS, TYPICAL

EXISTING MECHANICAL GRILLE TO BE REMOVED, SEE MECHANICAL 
DRAWINGS FOR FURTHER INSTRUCTIONS, TYPICAL

EXISTING MECHANICAL GRILLE TO BE REMOVED, SEE MECHANICAL 
DRAWINGS FOR FURTHER INSTRUCTIONS, TYPICAL

EXISTING MECHANICAL GRILLE TO BE REMOVED, SEE MECHANICAL 
DRAWINGS FOR FURTHER INSTRUCTIONS, TYPICAL



EXISTING DEMOUNTABLE WALL SYSTEM TO REMAIN, TYPICAL

EXISTING STUD WALL TO REMAIN, TYPICAL

EXISTING EXTERIOR WALL TO REMAIN, TYPICAL

EXISTING DEMOUNTABLE WALL SYSTEM TO BE DEMOLISHED, TYPICAL

EXISTING STUD WALL TO BE DEMOLISHED, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD ON ONE SIDE TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES CONTINUOUS TO DECK 
ABOVE, TYPICAL
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1.  ALL  DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO 
COMMENCING WORK - ANY DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF 
RECORD PRIOR TO COMMENCING WORK.

2.  PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION.  PATCH & REPAIR ANY 
DAMAGE OR HOLES IN WALLS, CEILINGS & FLOORS RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR 
THE CONSTRUCTION OF NEW ITEMS.

3.  NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON.  THE CONTRACTOR'S CHOICE OF MEANS & 
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF 
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID.  ANY DEMOLITION & 
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT 
BE COMPENSATED FOR AFTER THE BID OPENING.

4.  PRIOR TO THE START OF DEMOLTION, THE CONTRACTOR IS TO MEET WITH THE OWNER & ARCHITECT TO 
IDENTIFY ALL ITEMS TO BE DEMOLISHED & REMOVED FROM SITE, ITESM TO BE REMOVED & RETURNED TO THE 
OWNER, OR ITEMS TO BE REMOVED & REINSTALLED.

5.  72-HOUR NOTICE IS REQUIRED FOR ANY UTILITY SHUT DOWN.

6.  ANY REPAINTING OF SURFACES REQUIRED DUE TO DAMAGE TO FINISHES DURING DEMOLITION AND 
CONSTRUCTION MUST BE COMPLETE FROM CORNER TO CORNER.



ROOM NAME
RM NUM
F W

EXISTING FLOOR FINISH & BASE TO REMAIN

EXISTING FLOOR FINISH TO REMAIN, EXISTING 
BASE TO REMAIN ON EXISTING WALLS, NEW 4" 
RUBBER BASE ON NEW STUD WALLS TO MATCH 
EXISTING.

NEW CARPET TILE & 4" RUBBER BASE

A.

B.

C.

EXISTING WALL FINISH TO REMAIN

EXISTING FINISH ON EXISTING WALLS TO 
REMAIN, PAINT ONLY NEW GYPSUM BOARD 
WALLS

PAINT NEW & EXISTING GYPSUM BOARD WALLS, 
EXISTING VINYL COVERED DEMOUNTABLE WALLS 
TO REMAIN

PAINT NEW & EXISTING GYPSUM BOARD WALLS

1.

2.

3.

4.

WALL / WAINSCOTFLOOR / BASE



EXISTING DEMOUNTABLE WALL SYSTEM TO REMAIN, TYPICAL

EXISTING STUD WALL TO REMAIN, TYPICAL

EXISTING EXTERIOR WALL TO REMAIN, TYPICAL

EXISTING DEMOUNTABLE WALL SYSTEM TO BE DEMOLISHED, TYPICAL

EXISTING STUD WALL TO BE DEMOLISHED, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD ON ONE SIDE TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES CONTINUOUS TO DECK 
ABOVE, TYPICAL
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1.  ALL  DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO 
COMMENCING WORK - ANY DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF 
RECORD PRIOR TO COMMENCING WORK.

2.  PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION.  PATCH & REPAIR ANY 
DAMAGE OR HOLES IN WALLS, CEILINGS & FLOORS RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR 
THE CONSTRUCTION OF NEW ITEMS.

3.  NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON.  THE CONTRACTOR'S CHOICE OF MEANS & 
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF 
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID.  ANY DEMOLITION & 
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT 
BE COMPENSATED FOR AFTER THE BID OPENING.

4.  PRIOR TO THE START OF DEMOLTION, THE CONTRACTOR IS TO MEET WITH THE OWNER & ARCHITECT TO 
IDENTIFY ALL ITEMS TO BE DEMOLISHED & REMOVED FROM SITE, ITESM TO BE REMOVED & RETURNED TO THE 
OWNER, OR ITEMS TO BE REMOVED & REINSTALLED.

5.  72-HOUR NOTICE IS REQUIRED FOR ANY UTILITY SHUT DOWN.

6.  ANY REPAINTING OF SURFACES REQUIRED DUE TO DAMAGE TO FINISHES DURING DEMOLITION AND 
CONSTRUCTION MUST BE COMPLETE FROM CORNER TO CORNER.



NEW SUSPENDED 2X2 CEILING GRID & LAY-IN ACOUSTIC PANELS, TYPICAL

NEW ACCORDIAN DOOR, TRACK & SUPPORT SYSTEM, TYPICAL

REINSTALL SALVAGED 2X4 LIGHT FIXTURES, SEE ELECTRICAL DRAWINGS, TYPICAL

NEW AND/OR SALVAGED MECHANICAL GRILLE, SEE MECHANICAL DRAWINGS FOR 
FURTHER INSTRUCTIONS, TYPICAL

NEW AND/OR SALVAGED MECHANICAL GRILLE, SEE MECHANICAL DRAWINGS FOR 
FURTHER INSTRUCTIONS, TYPICAL



EXISTING DEMOUNTABLE WALL SYSTEM TO REMAIN, TYPICAL

EXISTING STUD WALL TO REMAIN, TYPICAL

EXISTING EXTERIOR WALL TO REMAIN, TYPICAL

EXISTING DEMOUNTABLE WALL SYSTEM TO BE DEMOLISHED, TYPICAL

EXISTING STUD WALL TO BE DEMOLISHED, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD ON ONE SIDE TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES TO 6" ABOVE FINISH 
CEILING, TYPICAL

NEW 3-5/8" METAL STUD WALL W/ 5/8" GYPSUM BOARD BOTH SIDES CONTINUOUS TO DECK 
ABOVE, TYPICAL
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DOOR SCHEDULE,
INTERIOR ELEVATIONS

& DETAILS

RLS

A3 ROOM 504 INTERIOR ELEVATION
1/4"=1'-0"

D O O R    S C H E D U L E
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H DOOR SIZE

 T
Y

P
E

 M
A

TE
R

IA
L

 F
IN

IS
H

 U
L 

LA
B

E
L DETAILS

W H T H J T

502 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

504 EXISTING -- -- -- -- -- EXISITNG -- RE-PAINT -- -- -- --

505 EXISTING -- -- -- -- -- EXISTING -- RE-PAINT -- -- -- --

506 EXISTING -- -- -- -- -- EXISTING -- RE-PAINT -- -- -- --
507A EXISTING TO BE REINSTALLED -- -- -- -- 1 H.M. PAINT -- E6/AE601 D6/AE601 --
507C EXISTING -- -- -- -- -- EXISTING -- RE-PAINT -- -- -- --

508A A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 2 H.M. PAINT 20 MIN E6/AE601 D6/AE601 --

508B A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 2 H.M. PAINT 20 MIN E6/AE601 D6/AE601 --

508C A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 2 H.M. PAINT 20 MIN E6/AE601 D6/AE601 --

510 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

511 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

512 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

513 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

514 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

515 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

516 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

517 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --

518 A S.C. WOOD PRE. FINISHED 3'-0" 7'-0" 1-3/4" 1 H.M. PAINT -- E6/AE601 D6/AE601 --
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2" DOOR W 2"
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2" DOOR W 2"
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"
2"

2'-
8"

4"

1'-6" 2"

XX
AE601

XX
AE601

XX
AE601

XX
AE601

XX
AE601

XX
AE601

H.M. DOOR FRAME

CONT. 
CAULKING, 
BOTH SIDES

(2) 16 GA. MTL. STUDS @ JAMBS, 
EXTEND TO STRUCTURE

5/8" GYPSUM 
BOARD, BOTH 
SIDES

WOOD DOOR

6"

H.M. DOOR FRAME

CONT. CAULKING, BOTH SIDES

16 GA. MTL. TRACK

5/8" GYPSUM BOARD, BOTH SIDES

WOOD DOOR

PAINTED H.M. WINDOW FRAME, 
MITER ALL CORNERS

CONT. CAULKING, BOTH SIDES

16 GA. MTL. STUD

3-5/8" MTL. STUDS W/ 5/8" 
GYPSUM BOARD, BOTH SIDES

STOP INSTALLED ON OUTSIDE OF 
FRAME, TYPICAL

GLAZING

PAINTED H.M. WINDOW FRAME, 
MITER ALL CORNERS

CONT. CAULKING, BOTH SIDES

(2) 16 GA. MTL. STUDS @ JAMBS, 
EXTEND TO STRUCTURE

3-5/8" MTL. STUDS W/ 5/8" 
GYPSUM BOARD, BOTH SIDES

STOP INSTALLED ON OUTSIDE OF 
FRAME, TYPICAL

GLAZING

PAINTED H.M. WINDOW FRAME, 
MITER ALL CORNERS

CONT. CAULKING, BOTH SIDES

16 GA. MTL. STUD

3-5/8" MTL. STUDS W/ 5/8" 
GYPSUM BOARD, BOTH SIDES

STOP INSTALLED ON OUTSIDE OF 
FRAME, TYPICAL

GLAZING

MTL. STUD TOP TRACk
SCREW TO EACH STUD,
EACH SIDE

MTL. STUD

1" 2" MI
N.MI

N.

2" DEEP DEFLECTION 
TRACK, 16 GA. @ INTERIOR 
PARTITIONS, 

DRYWALL SHEATHING, 
EA SIDE, DO NOT 

SCREW TO METAL 
TRACK

1" TY
P.

6"
 M

IN
.

AREAS SMALLER THAN 144 SF & W/ WALLS ON 4 SIDES 
EXTENDING TO STRUCTURE NEED NOT BE BRACED. NOTE: 
BOUNDARY WALLS SHALL BE BRACED TOP & BOTTOM 
INDEPENDENT OF CEILING

12'-0" TYP.

4'-0"

MAX.12'-0" TYP.

B4
AE601

FIRST LINE OF BRACING 4'-0" OR LESS FROM 
WALL BOUNDARY

CEILING SUSPENSION SYSTEM

WALL LINE

CROSS RUNNER
MAIN RUNNER

2"MIN.

2" MIN.45
 DEG

.
MAX.

45 DEGREES

MAX.

45
÷

MA
X.

45
 D

EG
RE

ES
MA

X.

VERT. WIRES @ 
4'-0" O.C.

SPLAY WIRE @ 12'-0" O.C. IN PLANE 
OF EACH RUNNER

3/4" CONDUIT COMPLRESSION 
BRACE FULL HT., TYP.

NOTE: WHEN DUCT OR OTHER OBSTRUCTION PREVENTS SPLAY WIRE ATTACHED AT 
CEILING, OR IF 45÷ CANNOT BE ACHIEVED THE USE OF SIDEWALL MAY BE USED.

45 DEG.

DUCT OR OTHER

SUSPENDED CEILING SYSTEM

SHADOW/STEP EDGE WALL 
ANGLE

D4
AE601

8"

FACE OF WALL

LAY-IN CEILING PANEL

SHADOW/STEP EDGE WALL ANGLE

1 1/2"

3/4"
TYP.

3/
4"

3/
4"

HANGER WIRE

MAIN RUNNER

1-1
/2

" M
IN

.

12 GA. WIRE

CUT WIRE ENDS

HANGER WIRE, 3 TIGHT TURNS OR BRACING WIRE @ 
12" O.C. 4 TIGHT TURNS @ BOTH ENDS OF WIRE

SUSPENDED ACOUSTICAL CEILING HANGER OR BRACE WIRE

9'-
5"

3'-
6"

2'-0"

NEW 3-5/8" METAL STUD 
WALLW/ 5/8" GYP. BD. & 

RUBBER BASE

NEW P.LAM. COUNTER W/ 
STAINLESS STEEL 

TRANSACTION TRAY

NEW LAMINATED GLASS 
TRANSACTION WINDOW W/ 

FRAME & STAINLESS STEEL 
SPEAK-THRU 

2 X 2 SUSP. CEILING GRID W/ 
ACOUSTIC PANELS

NEW P.LAM. WORK SURFACE

2'-6"1'-10" 2'-2 1/2" 2'-6"

2'-
6"

4'

1 1
/2

"

6'
-6

"

5"

7'-
2"

4'

2'-6" 4'

A4 TYPICAL CEILING DETAIL
N.T.S. A5 DOOR SCHEDULE

N.T.S.

B3 ROOM 506 INTERIOR ELEVATION
1/4"=1'-0" B4 TYPICAL CEILING DETAIL

N.T.S. B5 H.M. WINDOW SILL DETAIL
3"=1'-0" B6 FRAME TYPES

1/4"=1'-0"

C3 INTERIOR WALL SECTION
1"=1'-0" C4 TYPICAL CEILING DETAIL

2"=1'-0" C5 H.M. WINDOW JAMB DETAIL
3"=1'-0" C6 DOOR TYPES

1/4"=1'-0"

D4 TYPICAL CEILING DETAIL
6"=1'-0" D5 H.M. WINDOW HEAD DETAIL

3"=1'-0" D6 H.M. DOOR JAMB DETAIL
3"=1'-0"

E4 TYPICAL CEILING DETAIL
1"=1" E5 WALL HEAD DEFLECTION DETAIL

3"=1'-0" E6 H.M. DOOR HEAD DETAIL
3"=1'-0"

8'0 2' 4'

8'0 2' 4'

8'0 2' 4'

8'0 2' 4'

0 3" 6" 9"

0 3" 6" 9"0 3" 6" 9"

0 3" 6" 9"

0 3" 6" 9"

0 3" 6" 9"

0 3" 6" 1'

0 1" 2" 4"

0 6" 1' 2'
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